We have designed a thermoelectric heat exchanger (TEHE) for microbial fermentations that is able to produce electric power from a microbial continuous culture using the intrinsic heat generated by microbial growth. While the TEHE was connected, the system proved able to stably self-maintain both the temperature and the optical density of the culture. This paves the way toward a more sustainable operation of microbial fermentations, in which energy could be saved by converting part of the metabolic heat into usable electric power.
| INTRODUC TI ON
A range of parameters such as temperature, pH, or substrate concentration need to be stable in order to sustain a suitable microbial growth and/or a stable biosynthesis of a bioproduct (Walker, 2000) . Temperature strongly affects a range of fundamental cellular processes (Goldberg, 2003; Haas, 2010) , and thus keeping a microbial culture in a suitable range of temperatures is of high importance in terms of strain performance (Amillastre, Aceves-Lara, Uribelarrea, Alfenore, & Guillouet, 2012) . Large-scale growth of most microorganisms is accompanied by the production of heat (Brettel, Lamprecht, & Schaarschmidt, 1981) , which, when large culture volumes are set, often results in an undesirable increase in the temperature of the batch culture that has to be alleviated through refrigeration (von Stockar & van der Wielen, 1997; Türker, 2004) .
In a previous work, we described the first microbial thermoelectric cell (MTC), a system designed for batch cultures that allows the partial conversion of microbial metabolic heat into electricity. MTC is based on the Seebeck effect, a thermoelectric property that allows direct conversion of temperature differences to electricity voltage.
Taking into account that microbial growth is mainly exothermic, theoretically it is possible to produce an electrical current with the generated metabolic heat by using a thermoelectric cell (Rodríguez-Barreiro, Abendroth, Vilanova, Moya, & Porcar, 2013) . Nevertheless, a range of industrial fermentations are carried out in continuous culture, where stable cellular densities can be maintained during long periods thanks to the supply of fresh medium, which is introduced at a rate that is equal to the volume of product that is removed from the fermenter. In this work, we aimed at designing, constructing, and characterizing a continuous culture system in which temperature is automatically controlled and electric power is constantly obtained during all the fermentation process. To do that, we envisaged, constructed, and set in place a thermoelectric heat exchanger (hereafter called TEHE), a device also based on the Seebeck effect, which facilitates a fine control of temperature and fresh medium input-and thus microbial growth-while electric power is produced. 
| MATERIAL S AND ME THODS

| Experimental set-up
| Data acquisition, monitoring and recording
The whole system was connected to a PC in order to record temperature values as well as output electrical current. Temperature measurements were performed by thin T-type thermocouples inserted into the different parts of the system and connected to a PC through a data logger. As in previous studies (Rodríguez-Barreiro et al., 2013) , the connections between the thermocouples and the data logger were performed on an ice-water mixture, which was used only as a thermal reference, to take into account the unwanted electric voltage background due to the junction of dissimilar metals in the thermocouple data logger connection. Temperature and electrical current records were taken every 6 min throughout the experiment. Both feed and effluent flows were automatically modulated during all the experiment with the LabVIEW control software.
| Mathematical modeling
The global thermal resistance (Rg) (K/W) and the whole heat capac- where ḿ is the inlet mass flow rate (mass of water entering the TEHE per unit of time), and cp is the specific heat of water (J/kg·K).
| RE SULTS AND D ISCUSS I ON
The output of a typical experiment carried out in the continuous culture system set as described above is shown in Figure 2 The evolution of the yeast culture was studied in a typical experiment where optical density (OD) at 600 nm was periodically measured. As shown in Figure 3 , yeast population and temperature during the first part of the experiment exhibited a similar pattern.
When the TEHE was connected and temperature was kept constant, the OD600 of the broth was relatively stable at around eight, indicating that the number of cells present in the fermenter was maintained stable despite the large flow of broth removal (2.4 L/hr on average).
Taken together, our results prove the ability of this TEHEbased system to regulate the broth temperature and to produce electric power by harvesting metabolic heat. In our prototype, autonomous heating of the culture was achieved and reached values (42°C) well beyond optimal temperatures for budding yeast. Lower, industrially friendly temperatures could be constantly maintained by means of an automatic equilibrium between the flow of fresh and product-containing media through the TEHE. This resulted in the production of a significant electric power during all the process. In addition, biomass concentration proved to be constant when the temperature was controlled. This is of key importance, since industrial bioprocesses require stable temperatures in order to maintain a constant output of a given product (Park, Lee, Chang, & Chang, 1999) .
The generation of electric power in heat exchangers through the Peltier-Seebeck effect has been previously reported (Bell, 2008; Riffat & Ma, 2003; Takahashi et al., 2013) . However, this is, to the best of our knowledge, the first time that a heat exchanger with thermoelectric generating ability has been coupled to a bioprocess. The difference of temperatures that can be achieved F I G U R E 3 Evolution of broth temperature (black line) and optical density at 600 nm (gray squares). Arrows indicate the interval of time when the thermoelectric heat exchanger was connected. Error bars show the standard deviation of three independent measurements between both sides of the thermoelectric generators is obviously limited by the narrow range of temperatures mesophiles can tolerate and, therefore, the electric power that can be produced is lower than that of other type of industrial processes (Weng & Huang, 2013) . Albeit low, TEHE-based power production proved to be two times more efficient compared to our previous MTC designed for batch culture: 255 μW were obtained from a 1.7 L yeast culture with the MTC, whereas TEHE produced up to 12 mW from a 35-L culture. Thus, a 40-fold increase in electrical power production was obtained in the TEHE compared to MTC, which was 20-fold smaller (Rodríguez-Barreiro et al., 2013) . The metabolic heat produced by yeast growth was calculated from Equation 1, using the estimated values for Rg and c p . According to our data, 24.36 W of metabolic heat were produced under our experimental conditions. Taking into account the power production obtained in the TEHE, we estimated that the heat conversion efficiency in our system was around 0.05%.
Our results are the first step toward thermoelectric power production coupled to industrial bioprocesses. The electric power obtained under our experimental set up was only a small percentage of the energy consumed to stir and pump the culture. However, it has to be noted that significant power production could be achieved by scaling up fermentation volumes, which might allow the design of a TEHE with an increased heat interchange surface, and more thermoelectric generators. Also, the TEHE design could be adapted to large-scale batch fermentations, by implementing it in the physical interphase between the fermenter itself and its cooling jacket, where a significant temperature gradient takes place. This might allow an, at least, partial self-control of the culture based on its temperature, with the TEHE contributing to power the stirrer or the peristaltic pumps that regulate broth renovation rates. 
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